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DISCONNECT LOOP DETECTORS
FROM GATE OPENER AND
REMOVE PCC APPROACH SLAB
SEE NOTE 6
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EXISTING BITUMINOUS PAVEMENT
TO BE REMOVED

G EXISTING GAS

T EXISTING TELEPHONE
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THIS BAR IS EQUAL TO 2*
AT FULL SCALE (34X22).
PLOT 1

(GEMERAL WAYNEA. DOWNING.
PEORIA INTERNATIONAL AIRPORT

CONSTRUCT NEW PERIMETER ROAD AND
PERIMETER FENCE - PROJECT 3

K:\PeoriaAP\070610400\Draw\Sheets\ 1. West.South_Fence\Phase 3 Sheets

FILE: DEMOLITION PLAN 2.dwg
DATE:  2/11/2008 401 PH

RESULTS IN THE RELEASE OF NATURAL GAS.
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Know what's Below. COMMON GROUND ALLIANCE DEMOLITION NOTES:
Callveforeyoutiy.  Www.calld11.com or ~ * I
Phone: 811 1. ALL ITEMS WITHIN THE PAVEMENT TO BE DEMOLISHED SHALL
BE REMOVED, UNLESS OTHERWISE NOTED.
THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND LETE
UTILITIES INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING z Qgﬁééﬁyg (:AA%?(%?QESD %L%gs%o Q&%D%néé’rgﬁ;ﬁis'

-} ACCURATE, SUFFICIENT OR COMPLETE. IT SHALL BE THE CONTRACTOR'S ITEMS, SHOWN OR NOT SHOWN, SHALL BE REMOVED BY iL. PROJECT: PIA-3885
RESPONSIBILITY TO DETERMINE THE ACTUAL LOCATION OF ALL SUCH THE éONTRACTOR ALL poRﬂoﬁs OF EXISTING CIRCUNRY OJECT: -38
FACILITIES, INCLUDING SERVICE CONNECTIONS TO UNDERGROUND RENDERED OBSOLETE BY THIS WORK, SHOWN OR NOT AP PROJ 3-i7-0080-XX
UTILITIES. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE SHOWN, SHALL BE REMOVED BY mg' CONTRACTOR.

UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FROM ’ . FILE: DEMOLITION PLAN 2
THE RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION AND NTRA! HALL -

| ASSISTANCE RELATIVE TO THE LOCATION OF THEIR FACILITIES AND THE * %)E DE%??ngN ARE‘ZR/(\J&EX(IESTAV% Eggcm 3‘?553?5?'“ DESIGN BY: TIH/SMS
WORKING SCHEDULE OF THE COMPANIES FOR REMOVAL OR ADJUSTMENT REMOVAL. CONTRACTOR SHALL REPAIR ANY DAMAGE TO
WHERE REQUIRED. IN THE EVENT AN UNEXPECTED UTILITY INTERFERENCE ADJACENT PAVEMENT AT HIS/HER OWN EXPENSE AS IRAMN BY: Sl
IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL DIRECTED BY THE RESIDENT ENGINEER CHECKED BY: CET
IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE . "APPROVED BY CET
ENGINEER SHALL ALSO BE IMMEDIATELY NOTIFIED. ANY SUCH MAINS AND :

SERVICES SHALL BE RESTORED TO SERVICE AT ONCE AND PAID FOR BY 4 SEE FENCING PLANS FOR FENCE REMOVAL. DATE: 02-13-2009
THE CONTRACTOR AT NO ADDITIONAL COST TO THE CONTRACT. SEE DRAINAGE PLAN FOR INLET AND PIPE REMOVALS. "
JOB No: 07061-04-00
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CALL 911 IN THE EVENT IN WHICH DAMAGE BITUMINOUS. PAVEMENT REMOVAL. SHEET 2 OF 4
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